WELDING GENERATOR RS 5221 S

l PRIMORDIAL
ENERGY

Reference number 717013
Generator type synchronous
Electrical power (1~) cos ¢ =1,0 kVA 5

Voltage (1~) \Y/ 230

Max. Total current (1~) A 21,7

Welding current / diameter of electrode A/mm ~920/4

Frequency Hz 50

Safety class P23

Engine type B & S 306 OHV
Cylinder 1
Rotational-speed range rpm 3000

Fuel gasoline 92/95
Oil SAE 15W-40
Amount of engine oil | 1,1

Engine output kw 7,1

Cooling air

Tank capacity | 5,3

Hand starter (H)/Electro starter (E) H

Fuel consumption load 100% I/h 2,93

Weight kg 90

Dimensions mm 735 x 510 x 520

Noise pressure level dB(A) 72



WELDING GENERATOR RS 5221 SE

l PRIMORDIAL
ENERGY

Reference number 717014
Generator type synchronous
Electrical power (1~) cos ¢ =1,0 kVA 5

Voltage (1~) \Y/ 230

Max. Total current (1~) A 21,7

Welding current / diameter of electrode A/mm —220/4
Frequency Hz 50

Safety class P23

Engine type B & S 306 OHV
Cylinder 1
Rotational-speed range rpm 3000

Fuel gasoline 92/95
Oil SAE 15W-40
Amount of engine oil | 1,1

Engine output kw 7,1

Cooling air

Tank capacity | 5,3

Hand starter (H)/Electro starter (E) H/E

Fuel consumption load 100% I/h 2,93

Weight kg 100
Dimensions mm 735 x 510 x 520
Noise pressure level dB(A) 72






